
Chamber furnaces - L 
Universal precise laboratory electric furnaces are designed for materials heat treatment, ceramic and 
stoneware samples firing. These models are reliable with robust ceramic chamber.  
Furnace can be used in laboratories, medicine, educational institutions, ceramic studios, and industrial 
laboratories. 
   

•         Working temperature 900ºC, 1100ºC, 1200°C and 1300 ºC  
•         Four sided heating  
•         Heating elements are in grooves of ceramic heating plate  
•         High quality thermoinsulation materials  
•         Micro processor temperature controller  
•         Excess temperature controller  
•         Door interlock switch  
•         Ceramic bottom plate  
•         One year limited warranty and later service  
•         Two years limited warranty for temperature controller and latter service  

•         Possibility of connection to PC 
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SNOL 
4/900 L  

900 120 300 100 4 440 48 580 3,0 230 45 

SNOL 
7,2/900 L  

900 200 300 130 7,2 550 575 540 3,3 230 55 

SNOL 
12/900 L  

900 210 180 180 12 570 710 600 4,6 230 120 

SNOL 
15/900 L  

900 240 400 160 15 600 800 600 6,0 400 120 

  

           
SNOL 
4/1100 L  

1100 120 300 100 4 440 48 580 3,0 230 45 

SNOL 
7,2/1100 L  

1100 200 300 130 7,2 550 575 540 3,3 230 55 

SNOL 
12/1100 L  

1100 210 180 180 12 570 710 600 4,0 230 120 

SNOL 
15/1100 L  

1100 240 400 160 15 600 800 600 6,0 400 120 

  

           
SNOL 
7,2/1200 L  

1200 200 300 130 7,2 570 700 600 3,8 230 105 

  

           



SNOL 
4/1300 L  

1300 120 300 100 4 440 48 580 3,0 230 45 

SNOL 
7,2/1300 L  

1300 200 300 130 7,2 570 700 600 3,8 230 105 

SNOL 
12/1300 L  

1300 210 180 180 12 570 710 600 4,6 230 120 

SNOL 
15/1300 L  

1300 240 400 160 15 600 800 600 6,0 400 120 

 


