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The  Co l ou rwave  CO7500  i s

des i gned  w i t h  s t uden t  u se r s  i n  m i nd .  

T he  CO7500  i s  t h e  na t u r a l  s uccesso r

t o  t he  we l l  e s t ab l i s hed  CO75  un i t .

T he  cho i ce  o f  a b so r bance  o r

%  Tr ansm i s s i o n  r e adou t  a l l ows

exp l ana t i o n  o f  t h e  f u ndamen ta l s  

o f  c o l o r ime t r y.  T he  i n t eg r a l  k i n e t i c s

mode  pe r m i t s  t he  s t ud y  o f  r a t e s  o f

r e ac t i o n  and  r e su l t s  c an  be  ou t pu t  t o

PC , cha r t  r e co r de r  o r  p r i n t e r.

S imple  to  use

An  un c l u t t e r ed  d i g i t a l  d i s p l ay,
c oup l ed  w i t h  s imp l e  push  bu t t o n
con t r o l s  makes  t h e  Co l ou rwave  
i d ea l  f o r  b e g i n ne r s .  Read i n gs  c an  be  
d i s p l ay ed  a s  Abso r bance  Un i t s  o r  %  
Tr ansm i ss i o n  w i t h  o ne  bu t t o n  push .

Robust
The  Co l ou rwave  CO7500  i s  c ompac t
and  r o bus t  e nough  t o  w i t h s t and  t h e
r i g ou r s  o f  t h e  t e a ch i n g  env i r o nmen t .
E i g h t  f i l t e r s  c ove r i n g  t h e  r a n ge
440  -  700nm  a r e  he l d  i n  a n  
i n t e g r a l  f i l t e r  whee l  p reven t i ng  any
acc iden ta l  l oss  o r  damage .  
They  can  be  exchanged  i f  r equ i red .

Versat i le

When  t he  Co l ou rwave  i s  sw i t c hed  
t o  k i n e t i c  mode , r e ad i n gs  a r e
t a ken  app r o x ima t e l y  e v e r y  s e cond ,
r e co r d i n g  r e su l t s  o n  t h e  d i s p l ay  
a nd  a l s o  v i a  t h e  ana l o gue  
and  d i g i t a l  o u t pu t s .

T he  Co l ou rwave  i s  av a i l a b l e  i n  ma i n s
and  ba t t e r y /ma i n s  powe r ed  v e r s i o ns .

T he  Co l ou rwave  CO7500
co l o r ime t e r  h as  a
comp rehens i v e  two
yea r  wa r r a n t y.

I t  c omp l i e s  
w i t h  a l l  r e l e v an t
l e g i s l a t i o n
i n c l u d i n g  EMC  and
l ow  v o l t a ge  d i r e c t i v e s
and  i s  CE  ma r ked .

Simple, inexpensive colorimetry for the teaching environment

SPECIFICATION

Range Absorbance -0.3A to 1.99A
% Transmission 0 to 199%T

Filters 8 gelatin filters 
440 - 680nm range 
(440, 470, 490, 520,
550, 580, 590, 680)

Bandwidth 40nm

Repeatability ±0.02A at 1A

Operation 5 button - on/off, Reference,
Test, Kinetics, Abs/%T

Output

Analogue 0-2V for 0-2A
0-1.99V for 0-199%T

Digital RS232

Cuvette holder Fixed with drain hole. 
Accepts 10mm pathlength
cuvettes,or 16mm diameter 
tubes. Accepts 10 and 
12mm tubes with adaptors.

Power 240v transformer supplied
(110v to order). Rechargeable
NiMH battery C07500B only

Kinetics Yes

Dimensions 180 x 150 x 60mm

Weight 0.5kg (0.6kg CO7500B)

ORDERING INFORMATION

CO7500 Colourwave colorimeter

CO7500B As above with integral
rechargeable battery

S2000P 40 Column Serial Printer

CO7500L Spare lamp 

CO7500F Spare set of 8 filters

CVA100 Pack of 100 disposable
acrylic cuvettes 

ZN202 10mm tube adaptor

ZN201 12mm tube adaptor
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